Almacenamiento óptico: Software de Conectividad
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Windows NT 4.0 Workstation or Server
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Windows 2000
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Intel Pentium 400 MHz or higher
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Minimum 128 MB RAM
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1 GB hard disk space for file system cache
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4 GB hard disk space for additional data caching (configurable)
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Sufficient hard disk space for CD/DVD premastering (optional)
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32 bit (PCI) SCSI adapters
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Optical storage device(s)

 

Ascent Storage Edition
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Windows NT 4.0 Workstation or Server
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Windows 2000
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Intel Pentium 400 MHz or higher
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Minimum 128 MB RAM 
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2 GB local hard disk (varies depending on cache requirements) 
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32 bit (PCI) SCSI adapters 
 

Jukeman Edition - UNIX
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Sun Solaris v2.6, 2.7 or 2.8
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HP-UX v10.2 or 11.0 (32-bit)
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IBM-AIX v4.3.X
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LINUX – Red Hat v5.1 or higher 
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Pentium 400 MHz
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128 MB RAM
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Optical storage device(s)

 

Jukeman Edition - Microsoft Windows
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Windows NT 4.0 workstation or server
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Windows 2000
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Intel Pentium 400 MHz or higher
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Minimum 128 MB RAM 
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Optical storage device(s)




