Almacenamiento Magneto Óptico: Especificaciones Técnica MO Single Drive

 MOD910 Technical Specs

	MOD 910 Internal & External

	 

	Capacidad, Buffer e Interface 

	Capacidad:
	9.1GB

	Drive Buffer :
	8MB

	Interface:
	SCSI-II

	
	

	Compatibilidad de medias 

	 read/write:
	9.1GB 2048 Bytes/sec WORM y Rewr. PE9100W/PE9100E

	
	5.2GB 2048 Bytes/sec WORM y Rewr. PE5200W/PE5200E

	
	4.8GB 1024 Bytes/sec WORM y Rewr. PE4800W/PE4800E

	
	4.1GB 512 Bytes/sec WORM y Rewr. PE4100W/PE4100E

	
	2.6GB 1024Bytes/sec WORM y Rewr. PE2600W/PE2600E

	
	2.6GB LIMDOW Rewr. 

	
	2.3GB 512Bytes/sec Rewr.  PE2300E

	read only:
	1.3GB 1024Bytes/sec WORM y Rewr. PE1300W/PE1300E

	
	1.2GB 512Bytes/sec Rewr. PE1200E

	
	650MB/600MB 

	
	

	Performance 

	Velocidad de Rotación:  3,300 RPM

	Max. User Data Transfer Rate:

	
	                  (9.1GB, 4096ss)   6.14MB/seg

	 
	                             (1024ss)  4.79MB/seg

	 
	                               (512ss)  4.06MB/seg

	
	

	Reliability 

	MTBF (POH)
	100,000 hs (60% confidence level)

	MSBF
	800,000 cycles

	MTTR
	30 minutes

	

	Condiciones de Operatividad 

	Operating temperature:  5 a 40°C

	Operating Humidity: 10% a 90% RH, Non-Condensing

	Access Times/Average (1/3 full stroke): 25 ms

	Power Consumption: 148W

	Mounting Orientation: Horizontal or vertical Tilt <+/- 10 grades

	

	Dimensiones y Peso del drive interno 

	Unit Dimensions (HxWxD): 4.1 x 14.6 x 20.3 cm

	Weight:  1.5kg

	

	Certificaciones 

	Safety:
	UL1950, UL950, EN55022 Class B

	Emissions:
	FCC Class B, CISPR 22 Class B

	

	Garantía 

	1 (uno) año


